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SERVICE BULLETIN
	 Ride Manufacturer:  CHANCE RIDES, INC.	 Affected Production Dates:  All	

	 Ride Name:  WIPEOUT	 Affected Serial Nos.:  All Units

	 Model No.:	 402	

	 Abstract of Issue:  
	 Turret Frame Inspection     

	 Reason For Release:    
Chance Rides Manufacturing, Inc. has become aware of two WIPEOUT amusement rides which had 
developed indications in the turret frame after many years of operation.  Failure of the frame could result 
in personal injury to passengers and bystanders.  Severe damage to other ride components is also likely.  

This bulletin is being released to provide an inspection procedure for early detection of any possible damage.

Action to be Taken:
Chance Rides, Manufacturing, Inc. requires all owner/operators of the above noted amusement rides to perform 
the inspection described in the bulletin within 60 days of the release date of this bulletin.  Thereafter, the 
inspection detailed must be performed annually.  If any indications are found, contact the customer service 
department at Chance Rides Manufacturing, Inc. immediately for further instructions.  Do not attempt to weld 
or otherwise repair the turret frame except as specifically instructed by Chance Rides Manufacturing, Inc.

All work must be performed by qualified personnel, capable of understanding the function of the parts and 
their proper installation.  Use only those components authorized, specified or provided by Chance Rides 
Manufacturing, Inc. All applicable OSHA safety standards and safe industry practices must be observed.  

Observe all safety information contained in the manufacturer’s manuals.  Make available this bulletin and 
all related technical information to personnel using the equipment.  

Chance Rides Manufacturing, Inc. issues notifications for the benefit of owners of amusement rides manufactured by Chance Rides 
Manufacturing, Inc.  As a service to the industry, and in the interest of employee and public safety, Chance Rides Manufacturing, Inc. 
also issues notifications for the benefit of owners of amusement ride equipment for which the manufacturer no longer exists, such 
as the Allan Herschell Company, Chance Manufacturing Co., Inc., 1985-2004 Chance Rides, Inc., D. H. Morgan Manufacturing, Inc., 
etc.  In doing so, Chance Rides Manufacturing, Inc. does not assume liability for losses associated with amusement ride equipment 
built by manufacturers other than Chance Rides Manufacturing, Inc.  
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Boom lift
cylinder ears

Inspection of Turret Frame 
Refer to the following illustration for the inspection of the turret frame.  This inspection must be performed 
within 60 days of the release date of this bulletin and annually thereafter.

Inspect the 8" x 8" tube around the perimeter of the frame for indications.  Pay particular attention
to the areas indicated by arrows in the following illustration:
	 •	 Near the boom pivot ears
	 •	 Near the boom lift cylinder ears
	 •	 Near the bearing mount structure
	 •	 Check all four surfaces of these tubes
		  (inside, outside, upper and lower surfaces)

Bearing mount structure

Boom pivot ears


