
CHANCE RIDES MANUFACTURING, INC.

4200 Walker

Wichita, KS 67277-2328
u.s.A.
Phone: 1 -316-942-f 411 . FAX: 1 -316-942-2012

Website: www.rides.com
E-mail: rides@rides.com

BulletinNo: P389CRM120-0

Release Date: Seotember 2.2003

EffectiveDate: N/A

Suoersedes: N/A

ComoletionDate: N/A

Page: I of 4

NOTIFICATION
TNC.

Affected Production Dates: AllRide Manufacturer: CHANCE RIDES, INC.
CHANCE MANUFACTURING CO.,
ALLAN HERSCHELL COMPANY

RideName: 36-FOOT CARROUSEL (Models MG and OMG) AffectedSerialNos.: AllUnits
45-FOOT CARROUSEL (Model 45MGR)
50-FOOT CARROUSEL (Model 389)

ModelNo.: MG OMG,45MGR, and389

Abstractoflssue:
Greaseless Telescope Pipes for Horse Poles

Reason For Release:
Chance Rides Manufacturing, Inc. now offers a greaseless inner pipe for the horse pole telescopes. The new
telescope pipe requires no lubrication, thus reducing the maintenance and clean-up costs associated with the
original design. It features a replaceable nylon friction surface to provide smooth, quiet operation and long

service life.

Action to be Taken:
The new inner telescope pipe can be retrofitted to the above noted rides at the owner/operator's option.
Telescope pipes can be replaced individually or as a complete set at one time.

Usethefollowingproceduretoinstallthenewinnertelescopepipes. Refertotheillustrationsonthefollowing
pages.
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3 .
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5.

Remove the outer pipe from the telescope assembly by removing the three drive screws.
Remove the old inner telescope pipe from the casting and discard it.
Clean all components thoroughly to remove all grease before re-assembling'
Install the new inner telescope pipe and tighten it. Measure the overall length ofthe assembled
telescope as shown.

. Short telescopes must be 2l-118" to 2l-5l8" long

. Long telescopes must be 22-114" to22-3/4" long
Using a drill press with a #2 bit, carefully drill through the three drive screw holes into the new
telescope pipe.
Install the outer pipe and secure all components with the drive screws as shown.
Before installing the telescope assembly on the ride, thoroughly clean the grease from the inside
and outside ofthe horse poles and inspect the chamfer at the bottom ofeach one. This chamfer
prevents the horse pole from cutting into the inner telescope pipe and jamming. If the chamfer
does not meet the specifications shown, replace the horse pole. Do not use horse poles which
do not have the proper chamfer.
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7.
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Ride Manufacturer: CHANCE RIDES. INC.
CHANCE MANUFACTURING CO., INC.
ALLAN HERSCHELL COMPANY

Affected Production Dates: All

RideName: 36-FOOT CARROUSEL (Models MG and OMG) AffectedSerialNos.: AllUnits
45-FOOT CARROUSEL (Model 45MGR)
SO-FOOT CARROUSEL (Model 389)

ModelNo.: MG OMG 45MGR, and389

Detail of lssue (continued):

ALLhorse poles musf haYe
1/8" x 4f chamfer atthebottom.
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Ride Manufacturer: CHANCE RIDES, INC.
CHANCE MANUFACTURING CO,,
ALLAN HERSCHELL COMPA}ry

Affected Production Dates: All
INC.

RideName: 36-FOOT CARROUSEL (Models MG and OMG) AffectedSerialNos.: AllUnits
45-FOOT CARROUSEL (Model 45MGR)
50-FOOT CARROUSEL (Model 389)

ModelNo.: MG OMG 45MGR, and 389

Detailof lssue

Greaseless i nner telescope pipe
Orderpart number 0MG-361-010for Short lelescope Ptpes

(shoft telescopes are used for all horses except inner row on 3-abreast canousels)
Order part number 0MG-360-010for LongTelescope Pipes

(long telescopes are used only for inner row of horses on3'abreasf canouse/$
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Outertelescope pipe

Drive screw (3 places per felescope)
Order part number 2641 5400
Using a #2 bit, drill through the existing
holes into new innertelescope pipe.
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Detail of lssue (continued):

Replacement of Nylon Sleeves
The friction surface ofthe greaseless inner telescope pipes are a nylon sleeve which covers the length of
the pipe. After extended service, the nylon sleeves can become worn and require replacement. Ifthis occurs,
use the following procedure:

1. Remove the socket head capscrew at the top of the telescope pipe.

2. Remove the worn nylon sleeve and replace it with a new one. The part numbers for the replacement
nylon sleeves are:

0MG-361-011 - Replacement sleeve for short telescope pipes
0MG-360-01I - Replacement sleeve for long telescope pipes

3. Install socket head capscrew and tighten.

All work must be performed by qualified personnel, capable of understanding the function of the parts and

their proper installation. Use only those components authorized, specified or provided by Chance Rides

Manufacturing, Inc. All applicable OSHA safety standards and safe industry practices must be observed.

Observe all safety information contained in the manufacturer's manuals. Make available this bulletin and

all related technical information to personnel using the equipment.

Chance Rides Manufacturing, Inc. issues notifications for the benefit of owners of amusement rides manufactured by Chance Rides
Manufacturing, Inc. As a service to the industry, and in the interest of employee and public safety, Chance Rides Manufactudng,

lnc. also issues notifications for the benefit of owners of amusement ride equipment for which the manufacturer no longer exists,
such as the Allan Herschell Company, Chance Manufacturing Co., lnc., Chance Rides, Inc., etc. ln doing so, Chance Rides
Manufacturing, Inc. does not assume liability for losses associated with amusement ride equipment built by manufacturers other

than Chance Rides Manufacturing, Inc.


