Ride Manutacturer. Zamperla SPA

Bulletin No: 2006 FB 01

ZAMPERLA SPA Release Date: April 24, 2006

15/17 Via Monte Grappa Effective Date: April 24, 2006

36077 ARavilta, Vicantina Supersedes:

ftaly Completion Date: immediafely

+390 444-573133 ph +390 444-573720 fax Page: 1of 4

Affected Pructin Dates: All previous to bulletin release

Ride Name: Disk O Aftecied Seral Nos,: All previous to bulletin release

Model: traller

Abstract Of Issue:

Passenger safety can be improved by addressing proper passenger position, checking ride platform height,
and by relocating the gate stop brackets on the loading platform.

Reason For Release:

To address the following issues:
1. Proper passenger position with ride in motion.
2. -Proper platierm height in relation to the ride.
3. Relocation of the gate stop brackets on the loading platiorm.

Action To Be Taken:

1. Insert Page 3-30 (snclosed) in the ride manual and train all operators. Sighage should be added instructing
passengers to keep feet fiat on ride platform.

2. Signage should be added {if not already present) instructing passengers regarding proper riding position.

3. Check loading platform height in relation to the ride as per the enclosed drawing, Page 4-31. This page
should be insarted into the ride manual.

4. Gate stop brackets on the loading platform should be moved per enclosed drawing # 94500100744,

Detait Of Issue:

Page 3-30, Page 4-31 And drawing #9460010074A

Future Action To Be Taken:

None
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Use and maintenance manual

Disk'O’ 03

In fase di utilizzo
in fase di iutilizzo sono presenti

-FONTIDIPERICOL O :
MOVIMENTO DEL SOGETTO

-RISCHI :
{R1) SCHIACCIAMENTO

L'operatore deve verificare che i passeggeri siano

alloggiati correttamente nel sedile .{fig 1)

Deve verificare che lo schienale di chiusura sia

appoggiato correttamente ai passeggero.{fig 1)

L'operatore deve comunicare a tutti i passeggeri di

tenersi saldamente aila maniglia di sicurezza posta
" sul soggetto.(fig 1)

'operatore deve avvisare | passeggeri dingo aliun-

gare le gambe fuori dala pedana.(fig 2)

During the operation phase

When the machine is in operation the following are

present;
-PRECAUTIONS :
PROPERRIDING POSITION

-RISKS
(RNINJURY

10) The operator must check that the passengers
are cormecily positioned in their seats. {fig.1)

The operator has io check that the back restraint is
up against the passenger's back. {fig.1)

The operator must recommend passengers fo hold
tightly to the safety handte. {fig.1)

The aperator must instruct the passengers not 1o
extend their legs outward.{fig.2)
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4 Use and maintenanca manual

C“""".. ' Disk'Q’ 04
ZANMIPE LA

. ' ATTENZIONE: & WARNING:

Montare Ia pedana fispettando fe misure indicate nef Position the leadling platform as indicated below
disegno.

/_'g') ATTENZIONE: WARNING:

La pedana deve sempre avere il distanziale “A”

The ride must always have the spager "A” mounted
montato come evidenziato neld isegno sottostante.

as in the drawing below.

spager“A” /-
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ZAMPERLA SPA
15/17 Via Monte Grappa
36077 Altavilla, Vicentina
ltaly
+350 444-573133 ph +390 444-573720 fax

Ride Manufacturer. Zamperla SPA

SERVICE BULLETIN |

Bulletin No: 2007 F8 01
Release Date: April 13, 2007

Effective Date: April 13, 2007

Supersedes:

Compietion Date: immedadiately
Ege: Tof 3

Affected Production Dates:

Ride Name: Disk'O

Affected Serial Nos., GFB24R03294US, GFB24R06110U8

Model: trailer

Abstract Of Issue:

The ride clearance distances shown in the ride manual reflect suggested distances to accommodate
emergency vehicles.

rReason For Release:

Change manual to show minimum clearance distances for the Disk'O ride.

Action To Be Taken:

Insert revised manual pages 4-5 and 4-6 in the ride manual which show minimum ride clearance distances.

Detail Of Issue:

Revised manual pages 4-5 and 4-6.

Future Action To Be Taken:

— . ~..None _ . . .
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Use and maintenance manual

Disk'CY 04

ATTENZIONE:

Prestare molta aftenzione alle linee di alimentazione
sopraelevate. Verificara se visono gli spazi sufficien-
#i per operare in completa sicurezza. In presenza di
cavi per alta tensione esiste il pericolo di archi
voltaici, soprattutto in condizioni atmosferiche parti-
colari (nebbia ecc. ...).

Le zoneintomo all'aftrazione in cuié vietatoil transito
di persone e/o mezzi di movimentazions, devono
essere identificate e delimitate con sistemi come:
- transenne;
- catens;
- altri mezzi provisti dalla legisiazione vigente

. hel paese di instaliazione.

Verificare che le soluzioni nelle figure 1-2-3 -4
siano conformi alle prescrizioni della legislazione
vigenie nel luogo in cui I'attrazione & installata.

A WARNING:

Pay great attention to overhead supply lines. Verify
that there are suitable clearances to work in comple-
te safety. If there are high tension cables , there is
the hazard of electric arcs, especially in particular
atmospheric conditions (feg, etc..).

The areas around the attraction where access to

persons and/or vehicles shall be prevented, shall be

identified and bounded by devices such as:

- barriers;

- chains;

- other means foreseen by the law in force on
site.

Verify that solutions in figures 1 -2 -3 - 4 conform to
the currentlawsinthe areawhere theride is installed.

Fig. 1
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-Distanze minime da rispettare nell'instailazio-
ne (espresse in metrij

F.03

Minimum clearances to be.observed.inthe ieme oo oo I

stallation {(expressed in metres}
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Use and maintenance manual

Disk'O’

04

{espresse in metri)

Fig. 2
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Distanze minime da rispettare nell*installazione

Minimum clearances to be observed in the in-

stallation (expressed in metres)
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NAFLIC

National Association For Leisure Industry Certification

Standards & Related Documents Committee

TECHNICAL BULLETIN — APRIL 2009

362. Zamperla Disc’O Upgrade Part

The committee has been informed that Zamperla has developed an upgraded component for the
passenger restraint of the Disc’O ride. The new part is a development of the existing restraint
splined shaft. Please contact Zamperla for further information.

Committee Members:- Mr. R Nicholls(Chairman) ltci@ltci.co.uk ,
Mr. Peter Smith, Mr. John Green, Mr. Phil Mitchell, Mr. Ron Dale, Mr. Mark Wolstenholme, Mr. Graham Dockerty, Mr. David Inman
Mr. David Geary, Mr Daniel Cox



